
SupplierS, inStallerS & repairerS of

Gate automation 
& access control



came amico
above ground 
(Budget)

came aXo
above ground

came Double amico
1.8m per Leaf 230V

High intense usage 
1.8m per Leaf 24V

came single aXo 
3m Leaf 230V
High intense usage 
3m Leaf 24V

came Double aXo 
3m Leaf 230V
High intense usage 
3m Leaf 24V



came Ferni
above ground

came single Ferni
4m 230v
High intense usage
4m 24v

came Double Ferni
4m 230v
High intense usage
4m 24v

underground 
automation

came single underground 
230V
High intense usage 
24V

came Double underground 
230V
High intense usage 
24V



sliding/ 
cantilever 
automation

came single sliding 
Automation Kit (up to 600kg) 
24V

came single sliding 
Automation Kit (up to 1,200kg) 
230V

automation 
accessories

radio transmitter 
Supply & program one radio transmitter. 

Keypads 
Supply & install a wireless radio keypad. 

Supply & install a wired keypad. 

Supply & install a illuminated wired keypad. 

safety Photocells 
Supply & install an additional set of safety 
photocells for person & vehicle detection using infra 
red beam across either side of the gate opening. 

safety edge 
The safety edge is used when a gate is opening 
onto a trapped point e.g. against a brick wall or on 
a sliding gate. When the edge is pushed in it sends 
a signal to the gate control board telling it that an 
object is in the way & stops the gate. 

induction loop 
Cut into your drive the induction loop detects the 
metal of your car and sends a signal to the control 
board to open the gates. 

*Accessories may vary in style



automation 
accessories

electric latch 
The electric latch can be used in two situations. The 
first would be in the middle of two large leafed gates to 
keep them locked together. The second would be as 
a ground latch to lock one leaf into a floor catch. The 
second situation would normally be used in conduction 
with a magnetic lock.

magnetic lock 
Supply & install an external magnetic lock for the 
centre of large leafed gates. 

Flashing Warning light 
To supply & install a Came warning flashing light.

*Accessories may vary in style



intercom 
audio

VSET1N/HPYCUK
1 gateway to 1 house audio entry 
kit with Targha style entry panel 

and Lynea style monitor

VSET2N/HPYCUK
1 gateway to 1 house audio entry kit

with Targha style entry panel and HNA 
keypad (2 relays, 100 codes)

intercom 
audio

VI-4AUD121
1 gateway to 1 house 
audible intercom kit

VI-4AUD121K
1 gateway to 1 house audible intercom kit

with combined keypad



intercom 
Video

VI-4VID121
1 gateway to 1 house video intercom kit

BLACK & WHITE

VI-4VID121K
1 gateway to 1 house video intercom 

kit with combined keypad
BLACK & WHITE

VI-4VID121C
1 gateway to 1 house video intercom kit

COLOUR

VI-4VID121KC
1 gateway to 1 house video intercom kit

with combined keypad
COLOUR

intercom 
GSM & Wireless

VI-4GSM121
1 gateway to 1 house GSM 

audible intercom kit

VI-4GSM121K
1 gateway to 1 house GSM audible 
intercom kit with combined keypad

Wireless Intercom
The NEW 603 range of wireless intercoms 
are not just a wireless intercom for up to 
maximum of 250 meters range, they also 
come with additional functionality, including 
a voicemail message feature for those 
missed visitors!



Garage Door 
automation

Ideal solution for sectional and overhead 
garage doors in residential settings.

• The operator is anchored directly 
onto the transmission guide-rail.

• Guaranteed safe and reliable 24 V 
DC systems.

• A vast range of control and safety accessories to complete the operator.
• Silent and reliable belt and chain slide rails plus outer pull-chord release that can 

be fitted onto a doors handle-lock system.
• Tested according to applicable rules and regulations.
• Can function in emergency mode during power cuts.


